
 

 

All measurements were recorded with a differential of 10°C between supply and room temperature. Throw is measured at the point at which 

the air velocity reaches 0.25m/s. In heating, the RVD forms a 60+/-10 degree cone shaped pattern of air. Velocity measurements were taken 

directly below the diffuser. In cooling, the RVD forms a 130+/-10 degree cone shaped pattern of air. Velocity measurements were taken 

along this line but recorded in metres as a vertical and horizontal component. 

Noise Criteria levels apply to a single diffuser mounted in a room having a Sound Absorption of 10dB in octave bands having centre fre-

quencies from 125Hz to 8000Hz (i.e. the difference between Sound Pressure Level (dB re:2 x 10-5 Pa) and Sound Power Level (dBW re: 10-12 

watts) is equal to 10dB).  These levels represent only the noise generated by the diffuser and do not take into account any duct-borne noise. 

NOTE: Performance will differ from catalogue values if side-entry square plenums are used. 

For performance data not reflected on any of the preceding tables, kindly contact your local Rickard sales representative. 

RICKARD AIR DIFFUSION (PTY) LTD RESERVES THE RIGHT TO CHANGE SPECIFICATIONS AND DATA WITHOUT PRIOR NOTICE. 

Performance Data applies to Standard Air having a density of 1.2 kg/m3. 

 

 

 

 

 RVD-NP 

  
CORE OPEN (60° CONE) CORE CLOSED (130° CONE) 

NECK SIZE 
TOTAL     

PRESSURE 
FLOW 

VERTICAL 

THROW          

(10°C ∆) 

NC LEVEL FLOW 

VERTICAL 

THROW     

COMPONENT         

(10°C ∆) 

HORIZONTAL 

THROW         

COMPONENT    

(10°C ∆) 

NC LEVEL 

[mm] [Pa] [l/s] [m] (0.25 m/s) [-] [l/s] [m] (0.25 m/s) [m] (0.25 m/s) [-] 

315 

25 355 4.5 38 268 4.1 4.9 36 

50 502 5.5 48 374 4.5 5.3 41 

75 616 6.0 51 456 4.9 5.7 46 

100 712 6.5 55 529 5.3 6.1 49 

400  

25 570 6.8 50 469 4.5 5.3 39 

50 806 7.8 59 664 5.3 6.1 49 

75 987 8.5 65 813 6.5 7.3 54 

100 1140 9.2 68 939 7.1 7.9 59 

630 

25 1414 7.8 55 1025 5.0 5.8 42 

50 1999 8.8 60 1450 5.9 6.7 51 

75 2448 9.4 66 1776 6.7 7.5 55 

100 2827 10.1 70 2051 7.2 8.0 61 


